
BMV-702 Cold Weather Charger Disconnect

60-VTBMV BMV-702 Programming Rev.160412

BMV-702 Meter

MultiPlus Compact  T-SENSE 
12V | 2000VA | 80A

Victron Lithium Cell 
(Any cell in the bank)

BMV-702 Shunt

Always connect the 
temperature sensor 
to a positive terminal.

Battery Side   /   Load Side

Optional  
Color 
Control 
GX Monitor

BMV-702 Low Temp Charge Disconnect
Lithium cells can be damaged when charged at freezing temperatures.  This system 
senses cell temperatures and prevents inverter charging when conditions might be 
harmful to the cells.  When the contacts in the BMV-702 relay are closed there is 
continuity between the + and - T-SENSE terminals of the MultiPlus Compact 
inverter/charger and the charging can take place.  When the temperature drops 
below the cut-off threshold the relay opens and charging stops.

Not included in the lithium battery kit
SC

VE.Direct

Temp Sensor

33.  Programming the Low Temperature Cut-Out Relay:
a)    Make sure BMV-702 is connected and powered up by turning ON the red master switch.
b)    Press and hold SETUP for three seconds until it goes into the setup menu and the display shows 01 bA.
c)    Press the - button until the screen shows 12 IN.
d)    Press SELECT once and the screen will show OFF. 
e)    Press + until the the display shows 0N.
f)    Press SELECT to confirm the value.
g)    Press SETUP to exit that programming menu.
h)    Press the - button until the screen shows 28 LO.
i)  Press SELECT once and the screen will show _000c.
j)  Press SELECT, SELECT, SELECT to move the cursor to the ones position and the display shows 00_c.
k)  Press +, + until the the display shows 002c, representing 2 degrees celsius.
l)  Press SELECT to confirm the value.
m)  Press SETUP, SETUP to exit the programming menus.
n)  Turn OFF the red master switch.

Colder

Hotter CLOSED            OPEN

Cut-Out Temperature (2° C)

OPEN            CLOSED  
    RELAY INVERSE 
  ON                     OFF

BMV-702 Relay Function

+          -


